EXTERIOR FINISH SCHEDULE

<table>
<thead>
<tr>
<th>PROJECT</th>
<th>MODEL</th>
<th>MODULE</th>
<th>DESCRIPTION</th>
<th>LOCATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>E.F.I.S.</td>
<td>Color: TBD, muti-color Gray</td>
<td>Carmina Glazing: As Specified</td>
<td>Selected Locations</td>
<td></td>
</tr>
<tr>
<td>Wood</td>
<td>Color: As Specified</td>
<td>DPC</td>
<td>Selected Locations</td>
<td></td>
</tr>
<tr>
<td>Brick</td>
<td>Color: black / dark gray</td>
<td>Terra Cotta Panel</td>
<td>Selected Locations</td>
<td></td>
</tr>
<tr>
<td>Alum. Composite</td>
<td>Color: To Be Selected</td>
<td>Omega-Lite COmposite Panel</td>
<td>Selected Locations</td>
<td></td>
</tr>
</tbody>
</table>

NOTES:

1. IMPORTANT! Before final ordering of materials, coordinate color schemes with architect via use of exterior elevations in color! Refer to written specifications for further requirements for each exterior finish listed above, including samples of metal flashings and trim. All materials on exterior finish schedule shall be selected from manufacturer's FULL range of colors unless otherwise noted above. All items mounted in masonry veneer shall receive the proper pre-manufactured trim stone or precast concrete slabs. The use of masonry veneer shall be confined to the indicated areas. A 4" x 4" concrete block wall is used to demarcate the area. All colors selection of caulk to be used on the job with the Architect using elevations for location and application.

2. The color selection shall be based on the architect's vision and shall be in consultation with the Architect.

3. The Architect reserves the right to approve or modify any and all color selections.

4. All colors shall be specified in accordance with the Architect's specifications. The Architect reserves the right to approve or modify any and all color selections.

5. All materials on exterior finish schedule shall be selected from manufacturer's FULL range of colors unless otherwise noted above. All items mounted in masonry veneer shall receive the proper pre-manufactured trim stone or precast concrete slabs. The use of masonry veneer shall be confined to the indicated areas. A 4" x 4" concrete block wall is used to demarcate the area. All colors selection of caulk to be used on the job with the Architect using elevations for location and application.

6. The Architect reserves the right to approve or modify any and all color selections.

7. The Architect reserves the right to approve or modify any and all color selections.

8. The Architect reserves the right to approve or modify any and all color selections.

9. The Architect reserves the right to approve or modify any and all color selections.

10. The Architect reserves the right to approve or modify any and all color selections.
EXTERIOR FINISH SCHEDULE

<table>
<thead>
<tr>
<th>BUILD</th>
<th>MATERIAL</th>
<th>DESCRIPTION</th>
<th>LOCATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>E.F.I.S.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Glass</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Brick</td>
<td></td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Metal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Wood</td>
<td></td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Stone</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

IMPORTANT! Before final ordering of materials, coordinate color schemes with architect via use of exterior elevations in color! Refer to written specifications for further requirements for each exterior finish listed above, including samples of metal flashings and trim.

ALL materials on exterior finish schedule shall be selected from manufacturer's FULL range of colors unless otherwise noted above. ALL items mounted in masonry veneer shall receive the proper pre-manufactured trim stone or precast concrete...all colors selection of caulk to be used on the job with the Architect using elevations for location and application.

NOTES:
1. 
2. 
3. 
4. 
5. 

Dryvit System or ATAS Corrugated Panel
Color: TBD, multi-color Gray

Glass
Glazing: As Specified
Texture: Smooth
Color: As Specified

Brick - double utility
3 5/8" x 7 5/8" x 11 5/8"

Welded steel plate shading device
Laser cut steel plate at full height windows
Color: TBD

Alternate: Back lit translucent polycarbonate panels

Brick: Belden
Texture: Velour
Color: black / dark gray

Selected Locations

Alum. Composite Panel
Omega-Lite Composite Panel
Manuf: Laminators Incorporated
Color: To Be Selected

Selected Locations

Selected Locations

NOT FOR CONSTRUCTION
PRELIMINARY

© Carmina Wood Morris DPC